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Im plementation and b andwi dth consumption evaluation of S NMP to Web 
services gateways - group of 2 » 

R Neisse, RL Vianna, LZ Granville, MJB Almeida, ... - Network Operations and Management 
Symposium, 2004. NOMS 2004 ...,2004 - ieeexplore.ieee.org 

... Such server (that contains the gateway) receives from the WS ... interfaces on the Page 
7 leiplenientation and Bandwidth Consumption Eioir.aiion of SNMP to Web ... 
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A Limited Objective Experiment on Wireless Peer-to-Peer Collaborative 
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Processing Symposium, 2000, IPDPS 2000 - ieeexplore.ieee.org 
... degree of correlation between the SNMP and the ... below the level of network saturation, 
the bandwidth observations may ... The sensors were allowed to monitor the net ... 
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D Bhat, D Catapano, J Kenealy, G Thomas - Presented at 35 thAnnual SMPTE Advanced 
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... In data broadcasting, an example of monitor-type variables would be bandwidth usage 
by ... three types of messages that occur in an SNMP managed network ... 
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... observes the traffic information on the path to the superordinate multicast router 
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... join a multicast group or simply monitor traffic on a ... use of SNMP, but a manager 
using SNMP to manage ... RTCP feedback mechanism to is consume bandwidth equal to 
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Pe rform ance of QoS agents for provisioning netwo r k resource s - grgyp..M.9 >> 
O Schelen, A Nilsson, J Norrgard, S Pink - Quality of Service, 1999. IWQoS'99. 1999 
Seventh 1999 - ieeexplore.ieee.org 

... link-state routing protocol, • obtaining link bandwidths through SNMP, • performing 
path ... at the starting time contains a positive bandwidth delta and the ... 

Cited by 38 - Related Articles - Web Search 

Comparin g th e Performa n ce of SNMP a nd Web Services-Base d 
Management 

A Pras, T Drevers, R van de Meent, D Quartel - IEEE electronic Transactions on Network 
and Service 2004 - simpleweb.org 

... To measure bandwidth and delay, the following SNMP ... In the past several SNMP 
compression 

mechanisms have been ... NMRG, and is called ObjectID Delta Compression (ODC ... 

Cited by 8 - Related Articles - View as HTML - Web Search 

Adaptive polling rate algorithm for SNMP-based network monitoring - group of 
2 » 

US Patent 6,173,323, 2001 - freepatentsonline.com 

... et al., "A Simple Network Management Protocol (SNMP) n RFC 1 157 ... Thus R.sub.j 
+. DELTA. R.sub.O. In ... and minimizes the undesirable effects of bandwidth congestion. ... 

Cited by 8 - Re lated Articles - Cached - Web Sea 

[book] Data strucrures for bandwidth reservations and quality of service on 

the Internet - grou p of 5 » 

A Nilsson, A Brodnik - 2003 - sm.luth.se 

Page 1 . Data Structures for Bandwidth Reservations and Quality of ... Paper 1 A Static 
Data Structure for Discrete Advance Bandwidth Reservations on the Internet 9 ... 

View as HTML - Web Search 

Threshold Manager 

P Welcher - netcraftsmen.net 

... It then calculates from the bandwidth (obtained by SNMP ... testing your network with 
a zillion SNMP traps reporting ... alarm 1 ifEntry.10.1 60 delta rising-threshold ... 

Cited by 1 - Related. Articles - V iew a s H TML - Mb Search 

APPLICATION SCENARIOS FOR DISTRIBUTED MANAGEMENT USING 
SNMP EXPRESSIONS 

RP Lopes, JL Oliveira - ICEIS (4), 2003 - www-lih. univ-lehavre.fr 

... 1 ). The following parameters directly correspond to delta values from the ... Cisco 

Systems, How To Calculate Bandwidth Utilization Using SNMP. ... 

Related Articles - View as HTML - Web Search 

Intelligent optical network element - group of 2 >> 
E Jahn, N Agrawal - 2003 - freepatentsonline.com 

... signal S with a total optical bandwidth of .DELTA ... DELTA.. lambda., 2. DELTA. .lambda., 
3.DELTA.. lambda., etc. ... using existing standards such as SNMP (simple network ... 
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Mobile a g ents in distributed network mana g ement 

TC Du, EY Li, AP Chang - Communications of the ACM, 2003 - portal.acm.org 
... is updated every five seconds, the bandwidth will be ... the mobile agent operates through 
. SNMP agent interfaces ... If the management system wants to collect long-term ... 

Cited by 22 - Related Articles - Web Search - BL Direct 

Collecting network status information for network-awarea p plications - group of 

5j> 

N Miller, P Steenkiste - INFOCOM 2000. Nineteenth Annual Joint Conference of the IEEE .... 
2000 - ieeexplore.ieee.org 

... information and dynamic per- formance features such as latencies and available 
bandwidth for the ... section we describe a collector that is based on SNMP and a ... 

Cited by 70 - Related Articles - Web Search - BL Direct 

A study of the path bandwidth measurement for the stable Audio-Visual 
stream distribution 

Y KOMATSU, K SHIMAMURA - Bachelor degree thesis, 2003 - p-lab.jp 

... 6. Collect traffic amount of each link periodically with SNMP and update path bandwidth 

information. ... In addition, 2 UDP packets of SNMP are transmitted ... 

Cited by 4 - Related Articles - Web Search 

Decentralized SNMP management with mobile a g ents - group of 4 » 
M Zapf, K Herrmann, K Geihs - Integrated Network Management, 1999. Distributed 
Management ... , 1999 - ieeexplore.ieee.org 

... than a simple way to collect data: • The ... managed effectively while preserving network 
bandwidth and facilitating ... consists of three parts: a SNMP service, a ... 
Cited by 53 - Related Articles - Web Search 

Desi g n and implement of network billin g s ystem 

L Juan, C Yang - Communications, 2003. APCC 2003. The 9th Asia-Pacific .... 2003 - 
ieeexplore.ieee.org 

... 3J, Examples here include a bandwidth management system ... cisco private mib by 
SNMP 

and reading ... accomplished in backbone layer; Collection server collect the flow ... 
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Oceano-SLA based mana g ement of a computin g utility - g roup of 6 » 
K Appleby, S Fakhouri, L Forig, G Goldszmidt, M ... - Integrated Network Management 
Proceedings, 2001 IEEE/IFIP 2001 - ieeexplore.ieee.org 

... Monitoring agents local to the managed servers collect server load and ... Bandwidth 
Management ... programmatically reconfigures the VLANs using SNMP commands when a ... 

Cited by 144 - Related Articles - Web Search 

... for composite network resource formed by combinin g ports of an access 
server and/or links of wide ... - grou p of 3 » 

DICR MacFarlane, JH Hardin, D Donoho - US Patent 6,516,348, 2003 - Google Patents 
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